BIOLOGICAL SUPPLIES
For the classroom, museum or collector.
First class preparations.
Send for new (1926) Catalogue No. 1. Zoological and Embryological material, Life Histories and Habitat Groups.
Catalogue No. 2. Botanical Material
Catalogue No. 3. Microscopic Slides
Address all correspondence regarding material and catalogues to:
GEORGE M. GRAY, Curator
THE MARINE BIOLOGICAL LABORATORY
Woods Hole, Mass.

COLEMAN & BELL
Laboratory Reagents are Dependable!

Our List Includes:
- C. P. Inorganic Chemicals
- C. P. Organic Chemicals
- Chemical Indicators (dry), Including
  - Hydrogen Ion Indicators of Clark & Lubs and Sorensen
- Biological Stains (dry)
- Reagents and Solutions—
  - Stains in Solution
  - Indicators in Solution
  - Blood Reagents
  - Diagnostic Reagents
  - Fixing Solutions
  - Mounting Media
  - Volumetric Solutions
  - Test Papers

Coleman & Bell Products may be secured from the principal dealers in laboratory supplies in the United States and in Foreign Countries, or may be ordered direct. Catalogue sent upon request.

THE COLEMAN & BELL COMPANY
(Incorporated)
Manufacturing Chemists
Norwood, Ohio, U. S. A.

BIOLOGIST (Zoologist), Ph.D., 35. Five years' graduate study at American universities and Paris, desires new location in College or University on basis of record of 10 years' successful teaching experience and constructive service. Experienced in premedical education and museum work. Member professional societies. Professional success as indicated by appointments held, papers published, unusual references. Interview desired. Address "T. N." Science, 3939 Grand Central Terminal, N.Y., City, N.Y.

BIOLOGY TEACHER of broad experience and research (publications) in Ecology, Zoology and Geology wishes instructorship with opportunity to complete work for Ph.D. Much experience other than academic and in directing field research under difficulties. Address, "L.," care Science, 3939 Grand Central Terminal, New York, N.Y.

SCIENTIFIC PERIODICALS
Chemical, Medical and allied subjects. Complete files, volumes and copies, bought and sold. Kindly send us a list of your wants and items of which you may wish to dispose.

B. LOGIN & SON
29 East 21st Street
New York, N.Y.

VACUUM PUMPS
25" vacuum guaranteed. 1 1/2 cu. ft. free air per minute. Piston type for continuous duty. Complete with motor gauge, etc.

Write for circular.

ALSOPE ENGINEERING CO.
47 W. 42nd St., New York

JAGABI RHEOSTATS
are wound on enameled tubes, as illustrated above. By means of sliding-contacts the resistance can be varied from zero to full capacity, in exceedingly small steps.
In resistance ratings, JAGABI Rheostats vary from 0.01 ohm up to 30,000 ohms, and in corresponding current values from 25 amperes down to 1 ampere.

JAMES G. BIDDLE, 1211-13 AFCH ST., PHILADELPHIA

FOR PHYSICISTS AND PHYSICAL CHEMISTS

ELECTRICAL MEASURING INSTRUMENTS

EQUIPMENTS SUITABLE FOR RESEARCH AND INDUSTRIAL LABORATORIES
List of Publications Furnished on Request.

LEEDS & NORTHRUP CO.
4901 STENTON AVENUE
PHILADELPHIA
"BECBRO" Rheostats carried in stock include numerous different ratings. Included in the stock sizes are tubular types of lengths 20"; 16"; 8"; the resistance element being Wire or Ribbon. Each tube has a slider adjustment which varies the resistance by very small steps from Zero to total value of the unit.

The approximate total resistance of these stock rheostats vary from 0.3 ohm to 30,000 ohms per unit, and have corresponding current capacities of 25 amperes down to 0.1 amperes.

Rheostats of more or less special construction include the Single Tube equipped with two rods and two sliders; Single and Double Tube equipped with Screw Adjustment (see cut); Double and Triple Tubes mounted as a Unit; Non-Inductive Wound Tubular and Stone Types. "BECBRO" Carbon Compression Rheostats with corresponding Normal Ratings of 250; 1000; 1500; 3000 Watts.

Write for Catalog 9-20

BECK BROS.
3640-42 North Second Street
Philadelphia, Penna.

ANALYTICAL BALANCE
with
NEW RIDER CARRIER
There is no other balance of equal quality available at a lower price
No. 3059

The simple, permanent and strong construction combined with accuracy and ease of manipulating the patented rider attachment make it especially desirable for educational as well as commercial laboratories.

CAPACITY—200 grams in each pan.
SENSITIVITY—1-10 milligram.
KNIFE EDGES—Finest agate.
BEAM—Aluminum alloy, 6 1/4" long calibrated on both sides.
RIDER CARRIER—Patented—Rider is carried in a small hook which closes as it is raised off the beam making it absolutely impossible to drop rider. Rider is lifted vertically off beam.
PANS—3 inches in diameter.
INDEX SCALE—White with black graduations.

Complete with two 10 mgm riders mounted on smooth slate base 5/8 inches thick ................. $54.00

Write for Balance Bulletin

PALO COMPANY
Apparatus for Industrial and Laboratory Use
153 West 23rd Street, New York, N. Y.
WESTON
Model 1 ohmmeter
for scientific and commercial work

THIS instrument has marked advantages because it is direct reading and is operated by ordinary dry cells—no other apparatus being needed. Both Industrial and Scientific Workers use it for making quick resistance measurements. Its accuracy is guaranteed—one-quarter of one per cent. The long time dependable result this model gives is such that it is often used as a secondary standard in periodically checking other instruments. For complete information request our Bulletin 501.

Weston Electrical Instrument Corporation
52 Weston Avenue, Newark, N. J.